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Typical Layout of Dual Control System

Cab/Main Control

LP3-01 Control Panel

Work/Second Control

LP4-AN-01 Auto Neutral

Brake H
Dual Panel Harness \ rafie Tamness

Wiring Kit

Power :"j——cg :!

Leads ——— i

1

i

Accessory Box | i

HE : i

Extension Harness N — Harness J
Optional Master Harness

—Zp
/ °, / ; ¢ Transmission Station
L : The shifting unit bolted to side of automatic

Hydraalic
Powered
Shifting Unit

Transmission Station

Typical applications for the Extension Harness are:

- Used to extend the Master Harness beyond 45 feet
without ordering a special Master from factory.

- Used to break the harnessing for those installations
where the cab of vehicle is wired separately before
joining with chassis. Either harness, Master or

xtension, may reside in any se%uence so long as one
Master Harness exists between Transmission Station
and Panel Harness.

-Used to connect any control station to Single or
Dual Panel Harness.

Available in 9 standard lengths in increments of two
(2) feet to 18 feet. Order as needed from Back Page.

transmission housing is available in two basic
versions. One is powered by air pressure from
vehicle air system. The other is powered by
hydraulic oil pressure from the automatic
transmission. :
Air powered units are much easier to maintain,
lighter in weight, easier to install and perform

extremely well in cold climates . Shift cycle time is
4-5 times faster than hydraulic powered units.

Hydraulic units do not experience the "immediate"
impact during a shift as the air powered units, thus
the life of internal components (in most cases) extend
a number of years beyond the expected life of air
componentry. Secondly, the internals of shifter are
much less likely to become contaminated as fluids
inside transmission are wusually cleaner and
maintained much better than vehicle air systems.

Vibration Kits are offered for all models and should
be used in applications where excessive engine
vibrations could continually shake the shifting
device.

Cold Weather Kits are offered for hydraulic powered
models to provide heated transmisssion fluid to
shifter at all times. They are recommended for all
operating climates of sustained 32 degrees F or
helow. Otherwise, slow shift cycles could occur.




Typical Layout of Single Control System

LP4-AN-01
Auto Neutral
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Selecting Components

All components except the Panel Hamess may be
used in either a Single or Dual Control System.

¢ Cab or Main Control Station

This control may be either the small LP3-01 Series
style unit or the LP4-AN-01 Series, a larger body
containing PCB circuitry to perform the Auto
Neutral shifting features. Both units contain a
“sunshine readable” LED display with light sensor to
dim the display in night operatons. Select one of the
Part Numbers from the Control Options section on
Back Page to serve as the Main Control Station..

e Work or Secondary Control Station
Use any control style as above. However, the
Auto-Neutral shifting with Work Brake only works
from the Station where unit is located and only when
that Station is activated by the Station Select Switch.

e Panel Harness
The Panel Hamess is available in two configurations.
One for Single Control Systems and the other for
Dual Control Systems. Select one of the Part
Numbers from the Panel Harness Options section
on Back Page.

e Accessory Box

This unit contains the RPM Shift Shock and

Neutral to Range Inhibitor as standard accessories.
Options include various levels of PTO pump controls
plus an option for a Relay circuit to close when
Transmission is indicating Reverse Range, for contol
of backup homs, lights and the like. Select one of the
Part Numbers from the Accessory Box Options
section on Back Page. Do not forget to select the
proper Wiring Kit to connect Accessory Box to
vehicle ignition system.

e Master Harness
This harness is used to connect the Panel Harness to
shifting unit at Transmission Station. Note the same
connector is used at both ends. The Master Harness
is available in 9 standard lengths in increments of
five (5) feet to 45 feet. Longer-lengths are available
via special order from factory.

e Extension Harness
This harness is different from Master Harness in that
it has opposite mating connectors at each end. It can
be inserted anywhere within the hamessing scheme
where a mating 16-Pin round connector is used.
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Installation Bulletin

14A-653Hxx-02

to Allison Automatic Models
MT643/644/647/653

B-89 Shift System: Electric/Hyd/Electric with LP4 Auto Neutral Control, Neutral-Off, RPM Shift-Shock

Pub: 11463H02 12-89

74587.01 Panel Harness 740::.§xL€L:§!s;e_nrl lg:;ness
M | @]_JHB:S ] M (5 N
LP4-AN-01
Auto Neutral Control Panel ¢
: @ 10.5 to 17.5 Volt : %j "'7 07508 —\
AccBox Hamness
73287.08
(8 feet length)  “EUSOT “{Amn o Kit - Red/Blus
=y e E‘Eﬁ," VR — g
]
30759 (optional) E
% Brake Sensor Switch 1

BCX-02-12V

Accessory Box, 12 Volt
Neutral-Off, RPM Shift-Shock

s\ 7 N |
’ 74096.xx (optional)
' Extension Harness
xx = Length in Feet
S-HS653-01(NR)
Transmission Station
MT643/644/647/653 1

Installation Bulletins Required

Features of Shifting System

Additional bulletins required for complete
instaliation, adjustment and test of all
components within this Shift Control System
are:

Control Panel: LP4-AN-01
Accessory Box: BCX-02-12V
Transmission Station: S-HS653-01

Please review all bulletins before attempting any
actual ipstallation. Each electrical wire in the
system has a specific purpose, so pay strict
attention to wiring connections and make double
sure all connections are tight after installation!

Operator Station - Flush Mount LP4 style control with
internal PC Board for Auto-Shifting to and from Neutral Range
at setting of Park or Work Brake. Unit utilizes a 16-segment
LED Display, two sealed push buttons with neoprene covers
and a 16-Pin round molded connector. Displays individual
rangess RND 321,

Harnessing - Brake Harness uses a 2-Pole connector for
attachment of Auto Neutral control to Brake Sensor Switch.
Panel Harness is weather sealed 16-Pin round connectors with
a 2-Pole and a 4-Pole connector to interface with a mating
harness to Accessory Box. Master Hamness is weather sealed
both ends with 16-Pin round connectors. Extension Hamness (if
used) is of same construction as Master Harness.

RPM Shift-Shock Eliminator - Located in Accessory Box.
Uses alternator of vehicle to sense engine RPM's and will not
allow operator to shift out of Neutral range unless engine is at
or near idle speed. Also referred to as Neutral-Lockout or
Neutral-To-Range Inhibitor,




Features Continued

Installation Continued

Neutral-Off Module - Located in Accessory Box
protects the neutral-start feature of the vehicle. If
ignition is turned OFF while trapsmission is in any
other range than Nentral, the engine and all accessories
remain ON until operator shifts transmission to Neutral
at which time the shift system, engine and accessories
will automatically shut OFF.

Transmission Station - Uses hydraulic fluid from
pressure port of transmission to power the shifting unit.
An Accumulator tank is located atop mounting bracket
to hold 10-15 reserve shifts in the event engine stalls,
shutting off flow of fluid to shifter. These reserve shifts
allow operator to shift transmission back to Neutral
range for re-starting of engine.

Shifting of transmission is controlled by an electric -
hydraulic valve located on side of mounting bracket.
Transmission fluid flows through the Accumulator to a
Sub-Plate under the valve, whereby the valve selects
proper porting of fluid to shifter in response to an
electric signal coming down the harness from
operator’s station.

Communication - All range signals to Control Panel
from Transimission Station and all shift commands from
Control Panel to valve at Transmission Station are
electric. All wiring is located in sealed, jacketed
harnessing with all-weather 16-Pin molded connectors.

Installation Instructions

Read all instructions carefully and if you have any
questions or need installation assistance, please give us
a call or contact your local distributor.

System Layout

Layout the Control Panel, Accessory Box, Panel
Harness and Master Harness to get a feel for how the
units will actually fit in the vehicle. If possible, try to
keep all components within the wire lengths supplied
in Kit . When selecting a mounting location for the
Control Pane!, keep in mind overall operator needs
such as visual angles to see the LED Display at all
times, movement of bands and arms to reach the Push
Buttons for shifting, etc. Try to locate harnessing in
such a manner that a listle slack is available at the ends
of all wiring for easy disconnect and servicing in future
years.

Installation of Control Panel

Use Installation Bulletin LP4-AN-01 and mount the
Control Panel, Brake Hamess and Brake Sensor
Switch.

Installation of Panel Harness and Accessory Box

1. Apply a light coat of grease to pins inside connector
and connect the Panel Harness 74587.01 to rear of
Control Panel.

2. Install Accessory Harness 73078.08 from connectors
on Panel Harness to Accessory Box location,

3. Use Instailation Bulletin BCX-02-12V and install
Accessory Box, Wiring Kit 74078.01 and the wire
leads from Accessory Harness.

Instail Transmission Station

Use Installation Bulletin S-HS653-01 and mount all
itemns to transmission housing.

Install Master & Extension Harness

The Extension Harness is normally used in OEM
assembly lines where the Cab and Chassis are
assembled in different locations and merged together
in final assembly of vehicle. It is not required for
general installation or for field retrofit unless user,
for some reason, needs a break in harness from Panel
Harness to Transmission Station.

If Extension Harness 74096.xx (where xx = Length in
Feet) is being used, it makes no difference in what
sequence the Extension is instailed in relation to the
Master Harness 74046.xx (where xx = Length in Feet).

1. Run Master Hamess (and Extension Harness if used)
from Panel Harness at Operator’s Station to 16-Pin
Round Connector on shifting unit at Transmission
Station.

If possible, leave ample slack at both ends of harness.
Make sure the harness is tightly secured and not puiled
across any sharp edges or resting against hot surfaces
such as engine manifolds, etc. Check that moving parts
such as fan blades, latches, and hydraulic arms cannot
cut or sever the harness during normal operation of the
vehicle.

2. Apply a light coat of grease to pins inside the
Connectors before joining the harnesses. Tie down all
loose ends and bends.

You are now ready for Operations Test and Final
Adjustments.




Operations Test and Final Adjustments

Operation of Control Panel
with Auto Neutral Shifting
in QFF Position,

With the Auto Neutral Shifting feature
in the OFF position, this control panel
becomes a standared Bennpett type
control with single "up-down" shifting
where only one adjacent range can be
selected at each push of a button. A
shift is made by pushing and holding
down one of the Buttons until the
existing Range Display goes OFF and
the next adjacent Range Display comes
ON. Another shift cannot be made (in
cither direction) until the button is
released.

Pushing the Top Button (nearest LED
Display) will cause a shift to the pext
adjacent Range toward the the top of
Shift Legend R to N to D to 3 ¢to
2 to L.

Pushing the Bottom Button will cause a
shift to the next adjacent Range toward
the bottom of Shift Legend 1 to 2 to
3toDte NtoR.

Caution

Operation of Control Panel
with Auto Neutral Shifting
in  ON position.

‘When the Auto Neutral Shifting

feature is "ARMED" in the ON
position, this control panel will
automatically perform a shift of the
transmission from one range to
another as follows:

When (ransmission is either in
Drive Range or in Reverse Range
and the Park Brake is ON (or set to
the ON position), the transmission
will automatically shift to Neutral
Range.

When the transmission is in Neutral
Range and the Park Brake is
released from the ON position to
the OFF position, the transmission
will automatically shift to the
forward Drive Range.

If the shift system is equipped with
an RPM Shift Shock device or an
RPM Neutral-to-Range Inhibitor,
the automatic shift from Neutral
Range to Drive Range will not occur
until the engine RPM has met the
requirement for a shift.

LED Display

Auto-Neutral

Shift Legend

1

First Forward Range

2

Second Forward Range

Third Forward Range

D

Drive Range

N

Neutral Range

R

Reverse Range

Caution
Using Push Buttons

with Auto Neutral Shifting
in ON Position

When using the Push Buttons to access
the lower forward ranges of First (1),
Second(2) and Third(3) the operator of
vehicle must be aware that Auto
Neutral shifting will not occur within
these ranges and the Control Panel will
not react to the setting or the release of
Park Brake.

However, when the Park Brake is in
the ON position and the Push
Buttons are used to access Drive
Range (D) from the Third Range
(3) position, .
an automatic shift to Neutral
Range will occur at release of
Push Button

because Park Brake is in the ON
position and the transmission is
reading Drive Range.

When the Park Brake is in-the ON
position and the Push Buttons are
used to shift from Neutral Range to
Reverse Range or from Neutral
Range to Drive Range

an immediate automatic shift
back to Neutral range will eccur
at release of Push Button

because the Park Brake is in the ON
position




Caution

Do not attempt to adjust Shiiter at

Transmission with the engine running or

while the vehicle is in operation.

Transmission Station

Note: Final check and test procedures below
require all shift system components to be instailed
and ready for operation.

Test Basic Shifting System

1. If transmission is not in Neutral, move the Range
Selector at transmission to Neutral position in order
to engage the "Neutral-Start" circuit of the ignition
system.

2. Turn Auto-Neutral toggle switch on the control
pagel to its OFF position.

3. Turn igaition to ON position. Do not start vehicle
at this time.

4, The Neutral Range “N" should appear on LED
Display. _

If not, .check all power connections going into
Accessory Box. Check all 16-Pin connectors for
proper installatien. Check adjustment of Shifter
at transmission to make sure it is in Nentral

range.
5. Set all brakes and start engine.

Allow engine to warm up and make sure air
system is fully charged and properly working
before continuing any test of shifting system.

6. Refer to Installation Bulletin BCX-02-12V and
adjust RPM Shift-Shock setting.

If problems arise with a blinking LED lamp on
Accessory Box or the Display on Control Panel is
blinking, the Shifter at transmission is most likely
out of adjustment or loose and not sending a
goad,solid Neutral signal to the contral panel.

] View Side "B
of Accessory
PTO OUT Box
PTO IN
SHIFT PWR
LAMP PWR
RPM(PQOS) Set %cfl;levslv for
RPM(NEG) |]|O Shift-Shock
NEU Adjustment
1 :
z :REV
— Red LED
& "~ Lamp
2O

7. Using Control Panel, slowly shift transmission
through all ranges.

Each Range display should be bright, steady and
no blinking. If Display does not function correctly,
check Shifter at transmission in Step 8 below
before trouble shoaoting any wiring.

8. Using Control Panel, slowly shift transmission
through all ranges. Engage and hold the push button
2-3 seconds when selecting each new range. If
Shifter at transmission is comrectly adjusted, the
Lever and linkage of Shifter should not move
when Button is released. Shut down engine and
readjust Shifter if required.

Test Neutral-Off Feature of Ignition

Check Neutal-Off feature by shifting the
transmission into Drive or Reverse. Turn ignition to
OFF position, The engine and ail accessories should
remain ON even thouth the ignition is tumed OFF.

K not, check the BLUE wire coming from the
Accessory Box that is connected to BATTERY.
There should be electrical power in this wire at all
times, regardless of ignition switch position.

I engine remains running, use the push button and
shift transmission to Neutral Range where the
engine and all accessories should go OFF, including
all lighted displays on control panel.

Test Auto Neutral Control

Refer to Installation Bulletin LP4-AN-Q1 and
conduct all testing procedures for Auto Neutral.

Final Test and Adjustments are Complete.




4~ Bennett Controls

2 o
Tel: 734-416-8000

Fax: 734-416-8113
www .froudehofmann.com

45225 Polaris Ct.

Plymouth, MI. 48170

Installation Bulletin

BCX-02-12V
to B-89 Style Panel Harness

o0
OOOOO

- Description: Accessory Box 12-Volt, RPM Shift Shock, Neutral-Off Module

Pub: IACX(0212 12-89

« . . e
Wiring Kit 5 N
74078.01
: - To Panel Harness
RPMSnsr Red/Blu _J $/S-0RN PTO QuT
Ign/Run 12V g:Jde 1GNA-RED Pro W
Battery 12V BATT-BLLE ST PR Sr—3—Red/Wht
Ground Blk/Wht {ONS~CRN P PR Orn /Wht
v # SSOL-WT RN(POS) @_j—it}—Red/Elu
-GR/ELK rupiee) [0 - e
This wire might be X B 2 e/
solid Black in some SU-RED/BLK o) = 6m
i “SeE~ | K HF
View _/J A\ View
Side’A’ O Side’B”
~ Blk /Wht J

General Installation Instructions

Mounting
&.83

Battery Ground

i

Black

View Side "A"

S/S—ORN
IGNR-RED
BATT-8LUE
IGNS—GRN
SSOL~WHT
HI-GRN /BLK
HI-GRN /BLK
BU~RED/BLK
BU-RED/BLK
GND-BLK

Sise

Features Included in Accessory Box

Neutrai-Off Module - Protecis the neutral-start feature of the
vehicle. If ignition is turned OFF while transmission is in any
other range than Neutral, the engine and all accessories remain
ON until operator shifts transmission to Neutral at which time
the shili;thystem, engine and all accessories will automatically
shut OFF.

RPM Shift-Shock Eliminator - Uses altemator of vehicle to sense
engine RPM’s and will not allow operator to shift out of Neutral range
unless engine is at or pear idle speed. Also referred to as
Neutral-Lockout or Neutral-To-Range Inhibitor.

Locate Accessory Box in protected area of vehicle, away from
direct water flow or steam cleaning where direct heat will not
exceed 140 degreesF and protected from direct impact. Ideal
location is “under-dash” or “under-cover” type mounting to
prevent objects coming into contact with the open wiring at each
end of Box. Drill mounting holes as shown in Figure A. It may
be easier to mount the Box after all wiring and adjustments are
complete. The RPM setting for Shift-Shock will require access to
Side B of box during final check procedures. Mounting hardware
not supplied with kit.

Connect Wiring Kit to Accessory Box

1. Connect Black ground wire from Wiring Kit 74078.01 to
GND-BLK terminal on SIDE "A" of Accessory Box. Connect
other end of wire to direct battery ground as shown in Figure B,
if possible. Chassis grounds such as support brackets or sheet
metal should not be used. The Box cannot and will not operate
correctly with poor ground connections.
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O LP3-01

Control Panel

12/24.Volit, Flush Mount, LED Display, Sealed Push Buttons, 16-Pin Pigtail Connector

Pub: ILP30101 12-89
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Mounting Dimensions

Installation Instructions

1. Layout the Control Panel and connectiné hamness to
get a feel for how the units will actually fit in the

vehicle.

Keep in mind the angle at which the operator will
have to view the LED Display, hand and arm

movement to reach the Buttons, etc.

The pigtail on rear of Control Panel can be directed
a full 360 degrees to mate with 16-Pin Connector on
Panel Harness.

Try to leave a little slack in the harness for easy

disconnect and servicing.

2. Choose a sturdy mounting location such as a thick
dash panel or frame member. Thin metal or plastic
panels are not recommended. Leverage created by
pushing the buttons can cause heavy loads to be
exerted to mounting surface.

3. Using hole dimensions as shown above or using the
Control Panel as a template, drill mounting holes as
required. Clearance holes in Control are 0.25 inch
diameter. Mounting screws not supplied with kit.

4. You can mount the unit at this time or wait until all
other components are in place and ready for test.




LED Display
of

Transmission
Ranges

Push Buttons
with
Neoprene
Domes

How the Control Panel Works

Operating Instructions

The Push Buttons send power (when engaged) to a set
of solenoids at Transmission Station to cause an
"upshift” or "downshift" of the range lever to its next,
adjacent range position.

As the range lever at Transmission moves from one
range position to another, the display on Control Panel
will change to the new position accordingly.

The display itself is a made up of 16 individual LED
(Light Emitting Diode) segments that are controlled
by a PC Board to form characters being displayed
upon the panel.

The PC Board and Display are reacting to a sliding
switch inside the Transmission Station that sets a
“chassis" ground with contacts according to the
position of shaft and lever linkage.

As a shift is being made, the sliding switch moves
toward the next position, breaking contact about half
way between ranges and the existing range display
goes OFF. There is a .050 inch gap between each
range where the switch is not making contact. The
display remains OFF until the switch engages the next
contact position, closing a circuit to another port in the
PC Board, which in turn "light up" the proper LED
segments to from a new range character.

Therefore, the Display is telling the operator what has
happened before, during and after a shift at the
transmission.

This control is a single "up-down" shifting unit where
only one adjacent range can be selected at each push
of a button.

A shift is made by pushing and holding the upper or
lower Push Button until the Transmission Station has
moved the range lever to next adjacent range. A
successful shift is complete when the Display changes
and remains in the next range character.

Another shift can be made by releasing the Button and
again pushing one of the buttons for desired direction
of shift. Continually pushing and releasing the same
button will move the range selector at transmission iri
the same direction until the last selectable range has
been achieved.

The operator has to hold the Push Button in its
“engaged" position until the shift is complete. A short
surge of power by simply slapping the button might
not send enough electrical power to move the range
lever at Transmission Station. When this happens the
existing range character will come back ON, letting
the operator know that a shift was not completed.

Pushing the upper or forward button will cause a
shift to the next adjacent range away from Reverse
toward upper Forward ranges.

Pushing the lower or reward button will cause a
shift to the mext adjacent range away from upper
Forward ranges toward Reverse.

Shifting Unit at. PC Board ED Displ
Transmission Station Wiring Harness to Control Panel T L spiay
‘_L . N A |
-t Lo et ) E Power Lagic
SHAFT " Sliding Switch ! Ground to
_______ ittt ! turn on
a 4 Sir A H : segments / \
roun = i
a® = Mounting Bracket « « dis';;icy § RPN
O O O BATTERY I ———:I———"
VEHICLE CHASSIS




Operations Test and Final Adjustments

»

Caution

Do not attempt to adjust Shifter at Transmission with the engine running
or while the vehicle is in operation.

LED Display

Operation of Control Panel

This control is a single
"up-down" shifting unit where
only one adjacent range can be
selected at each push of a
button. A shift is made by
pushing and holding down one
of the Buttons until the
existing Range Display goes
OFF and the next Range

Display comes ON. Another -

shift cannot be made (in either
direction) until the button is
released.

Lever

Transmission Station

PTO OUT
PTO IN
SHIFT PWR
LAMP PWR
RPM(POS)
RPM(NEG) [|lo

NEU
REV

o

HIGH SET LOW SET

O

I
Ar

Set Screw for RPM
Shift-Shock Adjustment

View Side "B of Accessory Box

Red LED Lamp

Note: Final check and test procedures
below require all shift system components
to be installed and ready for operation.

1. If transmission is not in Neutral, move
the Range Selector at transmission to
Neutral position.

2. Tum ignition to ON position. Do not
start vehicle at this time.

3. The Neutral Range "N" should appear
on LED Display. If not, check all power
connections going into Accessory Box.
Check all 16-Pin connectors for hg:r
installation. Check adjustment of gr ifter
at transmission to make sure it is in
Neutral range.

4. Set all brakes and start engine.

5. Refer to Installation Bulletin
BCX.02-12V  and adjust RPM
Shift-Shock setting. If problems arise with
a blinking LED lamp on Accessory Box
or the Displagv on Control Panel is
blinking, the Shifter at transmission is
most likely out of adjustment and not
sending a good,solid Neutral signal.

6. Using Control Panel, slowly shift
transmission through all ranges. Each
Range display should be bright, steady
and no bgnkm' ing. If Display does not
function correctly, check Shifter at
transmission in Step 7 below before
trouble shooting any wiring.

7. Using Control Panel, slowly shift
transmission through all ran%a. Engage
and hold the push button 2-3 seconds
when selecting each new range. If Shifter
at transmission is correctly adjusted, the
Lever and linkage of Shifter should not
move when Button is released. Shut
down engine and readjust Shifter if
required.

8. Continue adjustments until each Range
Display at Control Panel is correcily lit for
each range position and burning with a
bright, steady glow (engine running), and
Shift-Shock is set at proper RPM level for
normal vehicle operation.

Final Test and Adjustments are
complete,

10
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To "R" terminal of vehicle
alternator as shown by the
arrows below.

2. Connect the main power wire (Red) from Wiring Kit
74078.01 to IGNR-RED terminal on SIDE "A" of Accessory
Box. Connect other end of wire to the RUN side of the Key
Switch as shown in Figure C. If circuit breakers are used instead
of a "direct connect” to Key Switch, then cut off the fuse
assembly supplied with wire and connect to a 10 AMP breaker.
The Red wire should provide power to Accessory Box any time
Key Switch is in the ON position.

3. Connect the Neutral-Off power wire (Blue) from Wiring Kit
74078.01 to BATT-BLUE terminal on Side "A" of Accessory
Box. Connect other end of wire to constant battery power BATT
of Key Switch as shown in Figure C. I circuit breakers are used
instead of a "direct connect” to Key Switch, then cut off the fuse
assembly supplied with wire and connect to a 10 AMP breaker.
This Blue wire should provide power t0 Accessory Box at all
times.

4. Connect the RPM-Sensor wire (Red/Blue) from Wiring Kit
74078.01 to RPM(POS) terminal on Side "B" of Accessory Box.
Connect other end of wire to the "R" terminal of vehicle
alternator as shown in Figure D. The "R" terminal is the AC)
output terminal of the alternator and should read about half (6-7
Volts) of normal output voltage (12-14 Volts). If at all possible,
try to install Red/Blue wire to a terminal on the alfernator that
does not have other accessories attached. The Accessory Box is
designed to handle surges and interferance on the line; but if you
have a choice, install the wire to a lone terminal.

Make sure all connections at Accessory Box are tight. Tie down
all wiring and loose ends.

Note: The Red/Blue wire is a special high temperature (105C)
for engine compartments. When mounting, be sure to keep clear
of exhaust manifolds, heat exchangers, etc.; and do not pull or
stretch wire across sharp edges or corners. Make sure all
connections -at alternator are tightly connected and weather
sealed.

10 S1 Series 20 S1 Series
27 Series 40 Series

X
Delco-Remy

25 §1 Series

If no separate terminal, us right hand of three-in-a-row as shown.

2000 Series 7000 Series

Leece - Neville

Rectifier Diode (use one)

AMAHA &RA Series
Motorola

1
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Connect Wiring form Panel or Led Style Harness

1. Connect Red/White wire from harness to SHIFT PWR
terminal located on Side "B” of Accessory Box. This wire
supplies shift power (12 volts) from the Accessory Box to
switch at Control Panel when Shift-Shock Eliminator circuit is
closed and okay for operator to shift transmission out of Neutral
Range. Otherwise there will be no power in the line for shifting.

2. Connect Orange/White wire from harness to LAMP PWR
terminal located on Side "B” of Accessory Box. This wire
supplies power (12 Volts) from the Accessory Box to all lights,
LED’s, relays and circuit boards throughout the remainder of
shifting system.

3. Connect Yellow/Black wire from hamess to NEU terminal
located on Side "B" of Accessory Box. This wire carries a
"Chassis Ground" signal from Transmission Station into the
Accessory Box when transmission is in Neutral Range.

4. Connect Green/Black wire from harness to REV terminal
located on Side "B" of Accessory Box. This wire carries a
"Chassis Ground” signal from Transmission Station into the
Accessory Box when transmission in Reverse Range.

5. Connect Black/White wire from harness to GND-BLK
terminal on Side "A" of Accessory Box. This wire carries
common battery ground into the shifting system for circuit
boards and relays at the Control Panel or within the harnessing.

Make sure all connections at Accessory Box are tight. Tie down
all wiring and loose ends..

Final Test and Adjustments (RPM Threshold)

Keep in mind the "cold” idle condition of engine.

Note: The adjustment procedures below require all
shift system components to be installed and operating.

1. Set all brakes and start engine. With transmission in
Neutral range and engine at idle, look at the Red LED
lamp on Side B of Accessory Box (Low Set) and see
if it is lit. Boxes are normally sent from factory set at
450 RPM, so the LED will most likely be OFF during
initial start up of engine.

2. If the lamp is OFF, turn Low Set screw clockwise
until the Red LED lamp comes ON. If the lamp is ON,
turn screw counterclockwise until lamp goes OFF,
then slowly turn back clockwise until lamp comes ON.
The Shift-Shock threshold is now set at current engine
idle speed.

3. Increase engine RPM to level where you desire the
threshold to be set for normal operation of vehicle.
This is normally 50-100 RPM above "warm" idle.

RPM(NEG) [][© PM

Red LED

View Side B

[ LOW SET
0.6

R
Adjustment

Different types of engines have various speeds to
warm the engine. Set the shift threshold at level that
best fits your "cold idle" conditions.

4. When engine reaches desired RPM, hold throttle
steady and turn screw clockwise until Red LED goes
OFF. This will be the Shift-Shock threshold to restrict
any shifting out of Neutral to any Forward range or to
Reverse when engine RPM's are above the threshold
setting.

5. Allow engine to return to idle speed. The LED
should remain ON. Use Conitrol ‘Panel and shift
transmission to any Forward range or to Reverse. The
LED should remain ON. Return transmission to
Neutral and increase engine RPM’s above threshold
setting. The LED should go OFF and you should not
be able to shift the transmission out of Neutral range.

6. If safe conditions permit with engine at idle RPM’s,
shift transmission out of Neufral range and increase
engine speed to above threshold setting. The LED
should be ON. Hold engine speed above the threshold
and Shift transmission to Neutral. The LED should go
OFF and remain OFF until engine speed falls below
threshold setting, at which time the LED will return to
its ON condition. Setting of Shift-Shock is complete

Note: The Red LED will be lit any time the
Shift-Shock circuit is passing 12 Volts power out the
SHIFT PWR terminal on Side "B" of Accessory Box.

—
[\
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Mounting Dimensjons

Accessories Required
Bottom View
Parking
Brake é % P/N 30759 Air-Brake Sensor Switch
Brake Sensor P/N 72387.xx Brake Ser.lsor Harness
Harness Switch (where xx = Length in Feet)
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Installation Instructions

This control panel contains 12-volt circuitry and automatic gear selection at the transmission in
should not be connected to electrical systems that response to the setting or to the releasing of a
have opeating voitages below 10-voits or above Work/Park Brake by the vehicle operator.

15-volts. In general, when the transmission is in Drive or
This Auto Neutral control panel may be installed to Reverse Range and the operator sets the brake, the
any operator’s station (Left, Right, Single or Dual Auto Neutral will shift the transmission to Neutral
contro! system) within the B-89 harnessing scheme. Range. When operator releases the brake, the Auto
It may be used as the only control in a Single Control Neutral will return the transmission to Drive Range.
system, the Main/Street side control in a Dual The Control Panel contains an ON/OFF toggle switch
Control system or as the Work/Curb side control in a to activate the Auto Neutral shif{ing fea%ugre. When
Dual Control system. toggle switch is in the OFF position, the control panel

The function of the Auto Neutral control is to provide becomes a standard Push Button shifting system.
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Installation Instructions

[. Layout the Control Panel and connecting
harnessing to get a feel for how the units will actually
fit in the vehicle.

Keep in mind the angle at which the operator will
have to view the LED Display, band and arm
movements to reach the push buttons for shifting,
etc,

Each of the two pigtail harnesses extending from
control can be directed a full 360 degrees. Try to
leave a little slack in each harness for easy disconnect
and servicing in future years.

2. Choose a sturdy mounting Iocation such as a thick
dash panel, engine cowling or frame member.

Thin metal or plastic sheeting are not
recommended. Leverage created by pushing the
shift buttons can cause heavy loads to be exerted to
mounting surface.

3. If mounting to cowling directly above engine,
especially the manifolds, make sure proper insulation
is residing under cowling to divert as much heat as
possible away from bottom of control panel.

The control is rated to <35 to 100C (-31 to 212F).
Higher operating temperatures will dramatically
decrease the normal-operating life of components.

4. Using the hole dimensions as shown on front page
or using the Control Panel as a template, drill
mounting holes as required. Clearance holes in
Control Panel are 0.25 inch diameter. Mounting
screws are not supplied with kit.

5. You can mount the LP4-AN-01 at this time but
may be easier to connect all harnessing before bolting
the unit to vehicle,

Air-Brake Sensor Switch

A pressure switch must be installed to the Work or
Park Brake air system and electricaily connected to
the Two-Pole connector extending from Auto Neutral
control panel. The opening and closing of this switch
must be in compliance with the setting and releasing
of Brake Applicator system being used.

When brake is in the OFF pasition, the air pressure
sensor switch must be "normally closed” .

The Auto Neutral sends an electric current out one of
the wires (in the 2-pole hamess) and interprets a
return of power in the other wire as the Brake being
in the OFF position.

When brake is in the ON position the air pressire
sensor switch must be "open" and break the circuit
coming from the Auto Neutral control panel.

When the Auto Neutral cannot detect electrical power
returning from the switch, it interprets this ioss of
power as the brake being set to the ON position.

Wire Leads to
Auto Neutral

In a Spring Brake Chamber system as shown above, a
low air pressure condition exists when the Brake is in
its ON posiltion.

A sensor such as a Sealco valve model 8100-B for
example, would open the circuit when air pressure
gets below 5 PSI. These are avaialble from factory
as our P/N 30759 and must be ordered separate
from this Shift Kit.

A Pressure type brake system would require just the
opposite. When the brake is applied, air pressure is
delivered to the the brake chamber and sets the shoes
against the wheel drum. The pressure switch in this
case has to provide an open circuit (Brake ON) back
to the Auto Neutral when the air presssure in brake
line is at or near the normal operating pressure of

vehicle air system.

Parking
Brake

Air Pressure
Brake Harness Switch

. J

Install Sensor Switch and Brake Harness

1. Install the proper sensor switch to vehicle
Work/Park Brake system.

2. Connect the Brake Sensor Hamess P/N 73287 to
Sensor Switch. Attach one wire from the harness to
one side of the switch and attach the second wire to
the other side of switch. It does not make any
difference to which of the two ports the wires are
attached.

3. If not yet installed, aitach Brake Harness to Pigtail
connector on Auto Neutral control. Attach Panel
Harness to 16-Pin pigtail of Auto Neutral and mount
control to vehicle.




Operating Instructions

LED Display

Auto-Neutral
On/Off

Caution

Caution

QOperation of Control Panel
with Auto Neutral Shifting
in OFF Tysition.

With the Auto Neutral Shifting
feature in the OFF position, this
control panel becomes a standared
Bennett type control with single
"up-down" shifting where only one
adjacent range can be sclected at
each push of a button. A shift is
made by pushing and holding down
one of the Buttons until the existing
Range Display goes OFF and the
next adjacent Range Display comes
ON. Another shift cannot be made
(in either direction) until the button
isreleased.

Pushing the Top Button (nearest
LED Display) will cause a shift to
the next adjacent Range toward
the the top of Shift Legend R to
NtoDto3te2tol

- Pushing the Bottom Button will
cause a shift to the next adjacent
Range toward the bottom of Shift
Legend 1 to 2 to 3 to D to N
to R.

Operation of Control Panel
with Auto Neutral Shifting
in ON position.

When the Auto Neutral Shifting

feature is "ARMED" in the ON
position, this control panel will
automatically perform a shift of the
transmission from one range to
another as follows:

When transmission is either in
Drive Range or Reverse Range
and the Park Brake is in the ON
position (or set to the ON
position), the transmission will
automatically shift to Neutral
Range.

When the transmission is in
Neutral Range and the Park
Brake is released from the ON
position to the QOFF position, the
transmission will automatically
shift to the forward Drive Range.

Warning

If the shift system is equipped with
an RPM Shift Shock device or an
RPM Neutral-to-Range Inhibitor,
the automatic shift from Neutrai
Range to Drive Range will not occur
until the engine RPM has met the
requirement for a shift.

Using Push Buttons
with Auto Neutral Shifting
in ON Position

When using the Push Buttons to
access the lower forward ranges
(other than Drive Range), the
operator of vehicle must be aware
that Auto Neutral shifting will not
occur within these ranges and the
Control Panel will not react to the
setting or to the release of Park
Brake.

However, when the Park Brake is
in the ON position and the Push
Buttons are used to access Drive
Range (D) from these lower
Forward Ranges,

an automatic shift to Neutral
Range will occur at release of
Push Butten

because Park Brake is in the ON
position and the transmission is
reading Drive Range.

When the Park Brake is in the ON
position and the Push Buttons are
used to shift from Neutral Range
to Reverse Range or from Neutral
Range to Drive Range,

an immediate automatic shift
back to Neutral Range will occur
at release of Push Button

because the Park Brake is in the
ON position

15



Operations Test and Final Adjustments

Auto-Neutral
On / Off

LP4-AN-01

for

MT-653

First Forward Range

D

Drive Range

Neutral Range

R

Reverse Range

Shift Legend
MT643,644,647

& HT740 Series

Second Forward Range

Third Forward Range

Shift Legend
for
MT654
&
HT750 Series

First Forward Range
Second Forward Range

Third Forward Range

Fourth Forward Range

D

Drive Range

N

Neutral Range

R

Reverse Range

Test Procedures

1. Set foot brake, set park brake, start engine
and turn toggle switch of Auto Neutral
control to the ON position. |

Transmission should be in Neutral Range.

2. Release Park Brake and transmission
should shift to Drive Range.

3. Set Park Brake and transmission should
shift to Neutral.

Continue setting and releasing park brake
a number of times to make sure the system
is shifting at every action of the Park
Brake.

4, Tumn toggle switch of Anto Neutral
control to OFF position and use the bottom
push button to shift transmission to Reverse
Range.

5. Turn the toggle switch of Auto Neutral to
ON position and set the Park Brake.

The transmission should shift to Neutral
Range.

6. Release the Park Brake and transmission
should shift to Drive Range.

7. Use top push button and shift
transmission to one of the Forward ranges
other than Drive Range.

8. Set the Park Brake ... no shifting should
occur,

9. With Park Brake in ON position, use
Bottom push button and shift transmission
to Drive Range.

At release of button in Drive Range the
transmission should shift to Neutral Range
«. because Park Brake has been set to the
ON paosition and trarsimssion is in Drive.

Turn the toggle switch of Auto Neutral to
OFF postion.

Test and Adjustments are complete.

16
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V) ‘ Installation Bulletin
% _Bennett Controls §%
F 00 S-HS653-01
Tel: 734-416-8000 45225 Polaris Ct. to Allison Automatic Models
oo boudahofrann.com Plymotth, M1, 48170 MT - 643, 644, 647 & 653 Series
Transmission Station - Side-Mount, 6 Range, Electric/Hydraulic/Electric Pub: THS65301 12-89

GM Allison
MT600 Series Transmission

The MT643/644/647 & MT653 models alt
use the same model of Bennett Shifter at
the Transmission Station. Even though the
MT653 has 5 forward ranges, only 4 of
them are selectable through the Range
Selector Shaft and has the exact same shift

engine or to vehicle. Do not attempt to install this shifting unit
nor attempt any adjustments during operation of vehicle or
under any unsafe conditions.

increments as the MT640 versions.

. ~ Cadtion . The MT654 and MT654(DR) have 5
Installation and adjustment of shifting unit dees not require forward selectable ranges and requires a
the engine to be running nor the transmission to be installed to | 7-range  Bennett  Shifter at the

Transmission Station. The shift increments
are totally different from the models above
and cannot be interchanged.

All Side-Mount MT600 shifters look very

Shifter
Bracket

Typical Assembly View
Inserts have to be installed
into each "ear" of housing
before installing the Bennett
Shifter mounting bracket.

similar, so check the Serial Number Tag
atop Shifter body for Model Number.

Insert Installed to " Ear"

Screw one of the Mounting Bolts into one of the
Threaded Inserts about two turns. Locate Insert
above front "ear” of transmission so that shorter leg
of Insert will rest against housing side of ear as
shown in Cross-Section vew.

Apply a light coat of grease to outside of Insert and
lightly tap the Insert into "ear" until legs of Insert
snap into place at bottom edge. Tighten bolt a few
turns to firmly seat the threads of insert to bolt.

Unscrew bolt from Insert and repeat for other "ear”
of transmission housing. Rem¢ve Bolt from Insert.

Locate Mounting Bracket of Shifter to transmission
“ears" as shown above. Make sure Shifter and
Bracket are "in-line” with transmission housing and
not cocked.

Apply a light coat of grease or oil to mounting bolts.
Locate bolts through bracket into Inserts and
securely tighten.

17



Transmission Station,

Electric/Hydraulic
Valve cum
Shif::(f"e"/ Shifter Assembly
Linkage
Conneet Hydraulic Return Hose
. .to Sump. Drain of Transmission:
OPTON 1
Special PTO Cover with
(supplied with Shift Kit)

OPTION 2
Fitting Brazed
to Fluid Filler Tube
of Transmission

R m:rlom

Some newer models of GM
Allison transmissions have a
fitting port located in side of
oil pan to provide sump return
from Bennett Shifters. You
may use this pan port instead
of the two Optons above.

Electric/Hydraulic
Valve

Choose one of the Options that best fits your application.

A special PTO cover is supplied with Kit for the Option 1
installation. The steel fitting attached to PTO Cover can be
used as the comnecting fitting in Option 2; however, the
fitting required to "braze" into filler tube is not supplied
with Kit.

Loosen nut on "valve” end of hose. Attach other end of hose
to steel fitting in Sump Port, but do not tighten.

Position hose in its most relaxed position without kinks or
binds. Securely tighten nuts at both ends of hose as required
to prevent leakage of transmission fluid.

Connect Accumulator to Pressure Port

Accumulator

Brass
Check Valve

Electric/Hydraulic
Valve

Range Selector
Shaft

To Pressure Port

Steel Fitting

Remove plug at Pressure Port of transmission
housing and install 1/8 " steel fitting supplied
with Shift Kit. Tighten securely as required to
prevent leakage of transmission fluid.

Loosen nut on 90-degree hose fitting at
Accumulator and route hose to Pressure Port
location. This will be the hose that is connected to
the brass check-valve in end of Accumulator as
shown above. ’

Attach hose to steel fitting in Pressure Port, but
do not tighten.

Position hose in its most relaxed position without
kinks or binds. Securely tighten nuts at both ends
of hose as required to prevent leakage of
transmission fluid during operation of vehicle.

4
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Range Selector
Nut

Range Selector
Lever
(front view)

Range Selector
Lever
(end view)

‘ransmigsion Range

1. Remove Range Selector Nut from transmission selector shaft. Do Not Lose.

2. Loosen Jam-Nut located next to Clevis on Shaft-of Shifter Assembly.
Remove Shoulder-Bolt and Lock-Nut from Clevis. Swing linkage clear of
Clevis. Set aside Round Spacer until re-assembly.

3. Install Lever to Range Selector Shaft of transmission as shown. Match the
“flat" portion of hole over "flats" of shaft and firmly push lever into position.
Re-install the Selector Nut and tighten. As nut begins to rest against Lever, the
Lever should "snap” into place over the shaft, Securely tighten nut.

3. Locate the Range Selector Shaft on transmission to its Reverse range
position. This will be the most counter-clockwise position of selector as shown
below. :

4, Firmly pull Shaft out of Shifter until it stops. This will be "dead center”
Reverse position for the Shifter. Make sure the Shaft does not slip away from
this "dead center” position during all adjustments.

Shifter and Range Lever are both resting in their respective Reverse Range
positions. The task at hand is to adjust the Clevis so that Sholder Bolt can be
inserted back through the Clevis and Linkage without moving the Shaft or
the Range Lever. ' ’

5. Holding Shaft firmly into place, rotate Clevis in direction required until hole
in Clevis and corresponding hole in link “line-up” and Shoulder-Bolt can be
pushed through front side of Clevis, through Link and out back side of Clevis
with little if any force. Make sure the Range Selector nor the Shaft does not try
to move while bolit is being pushed through the linkage. Remove Shoulder-Boit
when Clevis and Linkage are adjusted.

6. Locate Shoulder-Bolt through end of Ground-Strap and install bolt through
back side of Clevis, through Round Spacer, Link, Flat Spring and out front side
of Clevis. Re-install Lock-Nut and securely tighten.

7. Hold Clevis wfth a wrench and securely tighten Jam-Nut agéinst Clevis.
Make sure Clevis and linkage are not cocked or trying to bind.

8. Looking from top or bottom, the Link should be parallel with shaft and on
the same center line as Clevis. If need be, loosen Mounting Bolts at
Transmission Housing and push the slack in mounting holes as required to give
best Linkage position and retighten mounting bolts. Check linkage again and
make sure Link is in-line with Shaft and that Clevis is not cocked or crooked.

10. Rotate Lever through all range positions. Make sure Lever, Linkage and
Ground Strap are moving freely and not trying to jam or bind. If need be,
reposition Linkage until slack is about even for both Reverse and First Range
positions.

Shifter is ready for final system test and adjustments,

a4

Spring

Clevis Shaft

Top View of Linkage

First
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Tel: 734-416-8000

" Fax: 734-416-8113
www.froudehofmann.com

Bennett Controls o%go

O

45225 Polaris Ct.
Plymouth, MI. 48170

Envelope Data
74xXXX.XX

B-89 Harnessing Scheme
16-Pin Round Molded Connectors

Description: All jacketing 105C rated, All injection molded connectors, Gold Plated pins.

Pub: E7400001.CHP 12-89

|~ 1.50 ~] 375 i
LA R1.20 minimun
Side View
(AMP—-16P)
- T == l

Clearance Holes
(AMP—16P)

i 3.50 ot 150 —]
R1.20 minimun
Front View Front View Side View
(AMP-16S)
r———"—~"~"~"~"7== 1
| i
R0.70 minimun | |
| |
i |
| !
| |
] |
} |
A

Cable bending radius

Clearance Holes
(AMP—185)

Notes

20




AUy TO—-XX9SH-5

€99/¥¥0/E¥8 30) edereauy jumomreply opespiR

—XXQEqS
oN ofd

'L

80

o2 |—

== |=—<90

.WI& - WO UUBLOLBPNOL MMM 0008-9L¥-vEL ‘18l
a0y
wn Ty OOO e 4_An—B
o R & S[01IU0) PIUUIY VK
xooxxx  {70-*X9sH-S | 0B-E3-10 syaaeq foop, | dnos® og
: koey xep 3§ wnd|: mug sewerey 1 youg) t ang ¢ ulyweg
" )
|
|
(ma1p puy) _ 5
“ 2
E601 |
-— 062 ~ |
|
|
|
@) _
| O [
3 |
! _
i
O | (marp doj)
i S |
O | &
~
‘uoneig 2 ®
UOISSIWISURL], “ ©
|
|
|
|
|
|
|
|
|
|
|
|
L

21



13.90

-l |~ 063

(Top View)

1545

(Front View)

i
|
! — 340 ——
|
| I
]
[ I
3y
]
|
|
_ [}
| Transmission
| Station
I &
| e - -1
|
_ 1
I
|
_ i
|
|
| o
_ — e }
|
|
{
| ~— PB7 —
“ 10,69
|
I (End View)
|
1
Design @ Draw : Check : Nolowse Date : [ Part § ¢ Rext Assy :
BC group Tony Dennia 01-24-80 | S-HS7xx-01| xxxxxxxx
oy Sheat 2
K- Bennett Controls om,@ tory |-4
Tel: 734-416-8000 EEE.#ocmoroa:n::.ooB — Iwn
)
Hydraulic Sidemount Envelope for 740/750 | S—HS7xx—01 Env mm

22



AUl T0—XXgSV—-§

£99/+¥9/6¥9 40j edofeauy junowapls

a-Xxgses
o ol

- u._.

.'w...w... —_ WOd UUBWIOUIPNOY MMM ooow.wr.v._v.ms 1oL : WQHOZ A\PO~> aﬂo.n,mv
A%
L8 00 * 12
“fTT O/\ Y
PIPi O@ S|onuo) pouudg VR
xxoxxxxx | 10-xxosv-6 | 08-81-10 wyuueg fuoy, | dnoad of
+ Luwy yoopt t § 1w | : oyuq owevqey : YomD : awyy : ulynag
T
I
I
(morA pug) “ 5
| 2
€601 _
- 06'2 - i
|
|
I
I
! !
va |
1 o _
4 |
~
| W “ (morp dop)
i - ! 2 |
uonels o ol | ”””_EDH %
UOISSTWISTR], Q O . i T @
! _
", o _ =4 @ |
~l
o [} L] o ay
| w o © hd I
| & - J 5
. 1
- 062 —
_ _ Q7 ]
_ 99 “ ~| 250
_ -— QC'y ——
! 02'¥1
|
g
|

23



\\\\\\

|
|
| — 310 —
15.15 |
13.90 |
—~| |~ 063 |
_ L |
o] TR |
o 00 g |
“ 1 I O \ o [ o] _
EEH‘ _ |
. |
I Transmission
(Top View) | Station
[ &
] o - ]
|
I
|
|
|
|
|
" "
_ —
|
a |
i |
| — D87
R “ 1069
o
|
I (End View)
|
]
Design : Drew : Cheok ¢ Baloase Dute : [ Part § : Next Aswy :
BC group | Tony Dennie 01-18-00 | S-ASTxx—-01| wxxxxxxx
(Front View) Shest ]
" Bennett Controls % | u:|-2
A 00 i
517 | zo.ﬁm s ' Tel: 7244168000 : www.froudehofmann.com — M
s Sidemount Envelope for 740,760 S—AS7xx-01 Env |23

24



M

W< Bennett Controls 0§?§>

Contact one of the AUTHORIZED Master Distributors below for GENUINE

Western Michigan Fleet Parts .

Stone Bennetit Parts.

T.H. Anderson Pump Company

18 East Washington Ave. 103 Industrial Bivd.

Zeeland, Ml 49464

Phone 616-772-4606 (800-632-2010)

Fax 616-772-0990

United Transmission Exchange

Kilgore, TX 75662
Phone 803-984-5031 (800-594-7867)
Fax 903-984-5035

Reliable Transmission Service

24147 East 6™Street 6613 78" Street South

San Bernardino, CA 92410 Riverview, FL 33569

Phone 909-384-8140 (800-527-1637) Phone 813-677-8883 (800-344-0485)
Fax 909-384-8145 Fax 813-677-2800

L & W Diesel Service

2600 West 43™ Street

Odessa, TX 79760

Phone 432-367-2747 (800-677-2747)

Fax 432-367-0708

Bennett Controls are manufactured in the USA by

it Froude Hofmann Inc.

g%l"
45225 Polaris Court

Plymouth, ML 48170
US.A.

Tel: 734-416-8000
Fax: 734-416-9113

www.froudehofmann.com

Lo

Part of the §: FKI group of companies
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OPERATING

MY 00
"= Bennett Controls g% INSTRUCTIONS

SHIFTING THE TRANSMISSION

The top push-button of the shift control is for shifting into drive and the bottom button is for
shifting into reverse. For all shifts from neutral toward first use the top button. For shifts
toward reverse use the bottom button. A decal is attached to each control as a reference. To
make a shift press the button down and hold it down until the "LED" indicates a range change.
Release the button to complete the shift. The range indication on the LED is the range shifted
to, not necessarily the range you intended. Continue shifting to the range required by
pressing, hold and then release the button again. Pay attention as the range indicator changes
from one range to another as you shift through the ranges to the required range.

SHIFT-SHOCK ELIMINATOR

Bennett Shift Systems feature "Shift Shock Eliminator”. This feature prevents a shift from
neutral to drive or to neutral to reverse unless the engine speed is near idle. Watch for a large
dot or decimal to light when neutral is selected and the engine speed is below 850 RPM.
Accelerating the engine will switch the dot off preventing the shift pads from shifting.

DUAL CONTROLS

Vehicles equipped with dual shift pads use a two position switch marked "WORK” and "CAB" to
switch power from Cab (Street Side) to Work (Curb side). Note only one shift pad is active at
any given time.

AUTO-NEUTRAL

The Auto Neutral feature found in the work station {on Dual Control Vehicles) or in the center
of the truck (on single control vehicles) can become active when the transmission is in neutral
(N) range. The toggle switch located on the shift pad (marked ON and OFF) must be switched to
"ON" and the top push button used to select the drive (D) range. When the work brake or park
brake is applied or set the shift control will sense the brake and shift to neutral (N). When the
work brake or park brake is released the shift will be made to drive (D) range. This can only be
accomplished if the engine speed is at or near idle. The Auto Neutral function will also operate
when the reverse (R) position has been selected and the work brake is set. By releasing the
work brake the unit will shift to drive.

ENGINE STALLS IN RANGE

The accumulator stores from 7 to 10 shifts to allow shift back to neutral (N) when engine stalls
in range. If the engine stalls leave the ignition switched "on" and shift the transmission to
neutral to restart the engine. The unit will not shift if the ignition switch is turned to "off"

position.
VEHICLE SHUT-DOWN

Bennett Controls use the neutral (N) position signal for engine shut down. This eliminates
engine from shut down when transmission is in any range other than neutral. VEHICLE MUST
BE IN NEUTRAL POSITION TO SHUT DOWN ENGINE.
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PREVENTIVE

H~ Bennett Controls &3 MAINTENANCE GUIDE

=

NOTE: In a dual Control-Station system, the LH / RH or CAB/WORK selector switch must
be set to the LH or CAB position hefore testing.

___1. SHIFTING AND RANGE INDICATION. Set Park-Brakes, start engine with engine at
idle. Using the shift Selector, shift through all ranges paying attention to each range
position and range indication. Indicators should be bright and not flickering. When
equipped with dual controls, be sure to check the second control using the same
procedures by switching the LH/RH or CAB/WORK switch.

___2. SHIFT SHOCK ELIMINATOR. With engine idling, shift to Neutral, apply the foot
brake, increase the engine speed to 900 or more rpm and attempt a shift from Neutral to
Drive. If the transmission shifts, SHIFT-SHOCK needs attention! Adjust LINKAGE . Set cut
out speed to 850 rpm.

---3. NEUTRAL OFF MODULE. Allow engine to idle. Shift to Drive and switch ignition to
"off" position. The engine should continue to operate. Shift to Neutral Range. The engine
should immediately shut off without any further switches of ignition.

___4. ACCUMULATOR. Idle engine for approximately two minutes. Shut down engine and
switch ignition to "on” position. Use the range selector to shift between Neutral and Drive.
There should be seven to ten shifts available. If there are less shifts available than those
needed to shift from First to Neutral, the accumulator requires service.

___5. LINKAGE ADJUSTMENT AND WEAR., Start engine, let idle a minute, charge
Accumulator, then shut down engine. With an assistant watching the transmission selector
shaft lever, Shift to Reverse and hold the Toggle or push-button engaged for 20 seconds
after shift. Release the shift control. Shaft should not move. If shaft moves, the linkage is
out of adjustment. To check linkage wear, hold the selector shaft and move the shifter
shaft in and out of the shifter body without moving the selector shaft. NO MORE THAN
25/ 1000's INCH WEAR IS PERMISSIBLE .Replace link if out of tolerance.

-__6. AUTO NEUTRAL. WARNING: This test will shift the transmission into range. Make
sure the SERVICE BRAKE IS APPLIED and remains APPLIED throughout the test.

NOTE: The CP-AN-02 Control will only transfer to the street side control when the
transmission is in neutral. The green and red LED indicate which control is active. The
newer model LP4-AN-01 uses a "ON" and "OFF" switch for transfer. When the switch is in the
"ON" position it becomes the active control.

With engine running and transmission in Neutral, apply FOOT BRAKE and WORK BRAKE
(Hand-TOGGLE). The Auto-Neutral DOES NOT shift. Release Hand Brake and notice the
range selection and a shift to Drive Range. Apply Hand Brake again and notice the Control
shifts to Neutral. Setting the Hand Brake again should shift the Transmission to Neutral.

INSPECTOR DATE ____

Feel free to copy this form and use it for your permanent records.




| ¥ Bennett Controls £ TROUBLE SHOOTING

v FUNCTIONAL TESTING

|

—
——

hoy

"SYSTEM WON'T SHIFT"

CAUTION
Make sure park brakes are applied
and engine is at "idle" speed.

The first step is to determine if the problem is mechanical or electrical.
MECHANICAL TESTING

1. Start at the transmission station by disconnecting the master harenss from the shifter harness.
Hold the selector lever firmly and move it back and forth. There are several detent positions and

to Allison service and parts manual). Shifter and linkage must move freely.

2. Position the lever toward the engine and down to the lowest position (Reverse) . Bump up one
detent position to neutral. ’

3. Locate and disconnect the electrical connector (approximately two inches long and one half
inch diameter). The end attached to the pilot valve has two contacts (a male pin and a female
socket). This is referred to as upshift and downshift.

4. Use a jumper wire from battery power to supply power for testing. Touch the jumper wire to
pin #8 (male pin). Shifter should move one range from Neutral to Drive.

5. Apply power to pin #9 (female socket). Shifter should move one range from Drive to Neutral.

6. Check the shifter linkage adjustment. Apply power to pin #9 (female-socket) and hotd
power to pin paying attention to linkage. Release power to the pin paying attention , once again, to
the linkage. The linkage SHOULD NOT move. If the linkage moves then it is out of adjustment and
you should move on to Step 7. :

7. Llinkage inspection. (@) Make sure that the socket head shoulder bolt is used in the linkage
clevis, and torque; (b) Inspect the shifter linkage for wear( more than 25/1000 of an inch, or 1/8
inch wear causes erratic shifting).Replace the link if necessary. (c) Shift to reverse with the power
jumper wire applied to pin #9. Hold the electrical power to pin #9 and observe the selector
shaft level. Release the power to pin #9. The lever should not move. If the lever moves the linkage
requires adjustment.

LINKAGE ADJUSTMENT PROCEDURE: Adjust the linkage by manually placing the selector shaft
toward the engine and in the down (Reverse) range position. Remove the socket head shoulder bolt

the link does not line up with the clevis bores, loosen the jam nut that holds the clevis it place and

position for adjustment. (Refer to step 5 above). Remember the linkage must not move as you
replace the shoulder bolt that fastens the link and clevis.

each has a crisp snap. Should any positions not have a sharp detent, replace the detent spring (Refer

that connects the link and clevis. Slip the link out of the clevis. Pull the shifter shaft down or out. If

rotate clevis until clevis bore and link bore line up. Tighten jam nut holding clevis in place. Test the
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